NAVIGATOR 11

Conditioner:

Cleaner:

Zone Configuration

Cleaner Stop

Units

10 pin 7 pin

Boards

I Zone 1
[ Zone 2
Zone 3
[ Zone4
Zone 5
Zone 6




Volume: 23.56

Mode: Clean and Condition
Speed: Max Clean

Start Cleaner Spray: 0 feet
Start Squeegee: 0 feet
Start Conditioning: 6 Inches
Split Pattern: No

Zone 1 Avg Ratio | Zone 2 Avg Ratio | Zone 3 Avg Ratio | Zone 4 Avg Ratio
Left 68.40 1.24:1 | Left 40.60 1.72:1 | Left 15.00 3.20:1 | Left 10.80 4.07:1
Right 68.40 1.24:1 Right 40.60 1.72:1  Right 15.00 3.20:1  Right 10.80 4.07:1
Center 85.00 Center 70.00 Center 48.00 Center 44.00

Zone 5 Avg Ratio ||Zone6 Avg Ratio

Left 9.00 3.78:1 | Left 0.00 1.00:1

Right 9.00 3.78:1 | Right 0.00 1.00:1

Center 34.00 Center 0.00

Volume by Board

Volume (mL)

L1 L10 C20 R10 R1
3L-7L:18L-18R Ratio by Total Volume 18L-18 R:7R-3R
1.90 1.90

Boards



